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A. Buch & Sons was established immediately following the Civil 
War in 1868 for the purpose of manufacturing farm implements and wheel- 


barrows. 


Buch Manufacturing Company, as it is known today, has grown to a 
modern 90,000 square foot plant devoted to the manufacture only of 


Wheelbarrows, Lawn Rollers, and kindred products. 


This modern equipped plant is a monument to the policies which have 
so successfully been developed by the Buch Manufacturing Company and 
its executives, and it stands today as one of the most modern Wheelbarrow 


plants in the country. 
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PAGE THREE 


WHEELS 


FOR 


“lhe Buch Garviow Line 


16” Outside Diameter Wheel Full 
Drop Center Rim. Grease pocket hub 
with zerk fitting. 

High quality tire & tube. Plain, ball 
or roller bearings. 

These wheels are available for steel 
tray barrows (using 5” axle) or 
garden barrows (using 34” axle). 
Length of hub 7”. 

Tires furnished in 2 ply and 4 ply. 


Wood Wheels for Garden Barrows 
are furnished in 134” and 234” tread 
widths. 
For No. 1 Garden Barrows: 
Diameter 22 inches 
Six Spokes 
Steel Rim 
For No. 2 and No. 3 Garden Barrows: 
Diameter 20 inches 
Six Spokes 
Steel Rim 
For No. 67 Barrow: 
Diameter 20 inches 
Six Spokes 
Steel Rim 
13% inch tread (only) 
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CARRIED IN STOCK COMPLETE 


16” Outside Diameter Wheel Punc- 
ture Proof lug base cushion tired 
wheel. Grease pocket hub with zerk 
fitting. 

Hub will take plain, ball or roller 
bearings. 

Bearings offered in 54” and 34” 
bores. - 

These wheels are especially suitable 
for foundry and industrial purposes. 
Length of hub 7”. 


For all metal tray barrows except 
No. 20 series. 


18” Outside Diameter Wheel 
All Steel Construction 


Axle bore 34 inch 
7 inch hub length 
Eight 5% inch oval spokes 

Plain Bearings (only) 
Available for garden barrow model 
Nos. 1, 2, 3 & 67. 
Furnished with 2 inch x % inch 
steel rim or 3 inch x ¥% inch steel 
rim. 


Established 1968 


1512” Outside Diameter Wheel for 
Metal Tray Barrows. 

7” hub. 13%4 x 5-16 tire. 5” bore 
or 6” hub. 1144 x % tire. 4%” bore. 


Eight oval spokes to give extra 
strength against side strain. 

Same available for No. 20 and No. 
6B barrows in 14” diameter, with 
114 x \% tire, 6” hub and 14” bore. 


14” Outside Diameter Wheel 


Puncture Proof Tire 14 x 1.75 mount- 
ed on an all steel wheel. 


Hub length 6 inches 
Axle bore 1% inch 
Six steel spokes 


Available for No. 20 and No. 6B 
Barrows 


BUCH No. 20 
BARROW 


Here is an attractive priced Barrow for use around the home, garden, 
farm for light service. The tray is pressed from one piece with a reinforced 
rolled edge. Hardwood handles neatly manufactured. Strong channel steel 
legs of rigid construction add to the wearing qualities of these barrows. 


Heaped or Standard Struck or Even 
capacity: 3 cu. ft. capacity 21% cu. ft. 


AVAILABLE WITH 


14” x 1.75 Cushion Tire 
on All-Steel Wheel. 12” 
Bore — 6” Hub. 


14” All - Steel Wheel 
114%4 x % Tire. 4%” Bore 
—6”- Hub. 
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NO. 20 DESCRIPTION 


A - 32% inches F - 7% inches 
B - 25 inches G - 32% inches 
C - 135% inches H - 14 inches 
D - 14 inches I - 5% inches 
E - 10% inches 


This illustration shows the Buch No. 20 Barrow with the leg assembly 
and wheel securely wired to the frame, ready for shipment. 


625 barrows in an approx. wt. of carload 
average carload 23750 lbs. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 


PAGE SIX Wheelbarrows = Lawn Rollers = Lawn Spreaders 


BUCH No. 20T 
BARROW 


These barrows were specially designed to meet the demand for a low 
priced general purpose barrow. Ideally constructed for both domestic 
and export trade. Pressed trays with reinforced rolled edges. Tubular 
handles of rigidity and channel steel legs for durability. 


Heaped or Standard Struck or Even 
capacity: 3 cu. ft. capacity 2% cu. ft. 


AVAILABLE WITH 


14” x 1.75 Cushion Tire 14” All - Steel Wheel 
on All-Steel Wheel. 12” 1% x % Tire. %2” Bore 
Bore — 6” Hub. —6” Hub. 
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NO. 20T DESCRIPTION 


A - 32% inches F - 7% inches 
B=725 inches G - 32% inches 
C - 13% inches H - 14 inches 
D - 14 inches I - 5% inches 
E - 10% inches 


600 barrows in an approx. wt. of carload 
average carload 21000 Ibs. 


ELIZABETHTOWN, PA. 


Wheelbarrows - Lauu Rollers - Lawn Spreaders 
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BUCH No. 174 
BARROW 


FORWARD AND SIDE DUMPING 


Here is an excellent barrow for general utility work. Pressed steel 
trays with edges reinforced with wire. Hardwood handles in red, or var- 
nished light oak. Trays are painted dark blue. All other metal parts 
are painted black. 


Heaped or Standard Struck or Even 
capacity: 4 cu. ft. capacity 23% cu. ft. 


AVAILABLE WITH 


15144” All-Steel Wheel 
1%, x 5-16 Tire 5g” Bore 
7 inch Hub 


16” Cushion Tired 
Wheel Lug Base & Bolted 
Rim Plain, Ball or Roll- 
er Bearings. 


4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or 
4 Ply Tire. 
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NO. 174 DESCRIPTION 


A - 37% inches F- 9 inches 
B - 29% inches G - 37% inches 
C - 14% inches H - 14 inches 
D 1 


- 15% inches 
E - 11% inches 


- 8% inches 


PACKED FOR DOMESTIC SHIPMENT 


The above illustrations show Buch’s method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers bécause con- 
siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 
lation of acorn nuts for the single purpose of avoiding battered threads dur- 
ing transit. 


600 barrows in an approx. wt. of carload 
average carload 42000 Ibs. 
BUCH MFG. CO. 


ELIZABETHTOWN, PA. 


Wheelbarrows - Lawn Rollers - Lawn Spreaders 
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BUCH No. 254 
BARROW 


FORWARD AND SIDE DUMPING 


These are general purpose barrows, designed especially for forward 
and side dumping. Trays are pressed from one piece of 16 gauge sheet 
steel. The edges of the tray are reinforced with 4%” steel rod. The leg as- 
sembly is made of steel channel and steel bars rigidly held together with 

& steel rivets. The handles are made of steel tubing bent in a hairpin pat- 
tern for proper balance so that the operator bears less weight of the load. 


Heaped or Standard Struck or Even 
capacity: 4cu. ft. capacity 234 cu. ft. 


AVAILABLE WITH 


4.00 x 8 R. T. W. Drop 16” Cushion Tired 1542” All-Steel Wheel 
Center Rim, Plain, Ball Wheel Lug Base & Bolted 1% x 5-16 Tire 5%” Bore 
or Roller Bearings, 2 or Rim Plain, Ball or Roll- 7 inch Hub 


4 Ply Tire. er Bearings. 
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NO. 254 DESCRIPTION 
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PACKED FOR DOMESTIC SHIPMENT 
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The above illustrations show Buch’s method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers because con- 
siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 
lation of acorn nuts for the single purpose of avoiding battered threads dur- 
ing transit. 


600 barrows in an approx. wt. of carload 
average carload 42000 Ibs 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 


PAGE TWELVE Wheelbarrows - Lawn Rollers - Lawn Spreaders 


BUCH No. 154 
BARROW 


FORWARD DUMPING 


These Barrows are especially suitable to contractors. The trays 
& are pressed from one sheet of steel, 15 gauge. The fronts are rounded 
for forward pouring. Edges of the trays are rolled with a steel rod in- 
serted for reinforcement. Hardwood handles are made from select lum- 
ber to allow for heavy loads. Steel channel legs, rigidly riveted, are 
fitted with steel soles for long wear. Trays are painted blue. All other 
metal parts are painted black. Handles available in red or a high qual- 
ity exterior varnish. 


Heaped or Standard Struck or Even 
capacity: 4 cu. ft. capacity: 3 cu. ft. 


AVAILABLE WITH 


4.00 x 8 R. T. W. Drop 16” Cushion Tired 15144” All-Steel Wheel 
Center Rim, Plain, Ball Wheel Lug Base & Bolted 1% x 5-16 Tire 54” Bore 
or Roller Bearings, 2 or Rim Plain, Ball or Roll- 7 inch Hub 


4 Ply Tire. er Bearings. 
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NO. 154 DESCRIPTION 
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The above illustrations show Buch’s method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers because con- 
siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. e 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 
lation of acorn nuts for the single purpose of avoiding battered threads dur- 
ing transit. 


600 barrows in an approx. wt. of carload 
average carload 42000 Ibs. 
BUCH MFG. CO. 


ELIZABETHTOWN, PA. 


Whellarnows - Laun Rollers - Lawn Spreaders 
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BUCH No. 164 
BARROW 


FORWARD DUMPING 


Designed mainly for wet loads, these tubular handled barrows are 
ideal for building construction. The entire barrow is steel construction and 
built to withstand rough handling. Also, extensively used by railroads and 
road construction companies. Steel channel leg assembly with steel shoes. 
Tray is painted dark blue, handle and other metal parts are painted black. 


Heaped or Standard Struck or Even 
capacity: 4 cu. ft. capacity: 3 cu. ft. 


AVAILABLE WITH 


15144” All-Steel Wheel 
13% x 5-16 Tire 5g” Bore 
7 inch Hub 


16” Cushion Tired 
Wheel Lug Base & Bolted 
Rim Plain, Ball or Roll- 
er Bearings. 


4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or 
4 Ply Tire. 
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NO. 164 DESCRIPTION 


- 15% inches 
- 11% inches 


- 37 inches F- 9 inches 

- 27% inches G - 37 inches 

147% inches H 2717 inches 
I 


- 9 inches 


AOANWPS 


PACKED FOR DOMESTIC SHIPMENT 


HMI 
ION 


a 
rey \\\ 
C 


The above illustrations show Buch’s method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers because con- 


siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. 


Bolt threads are completely free from paint to simplify the assembly of @ 
the barrows. Added protection is given to threads of all bolts by the instal- 


lation of acorn nuts for the single purpose of avoiding battered threads dur- 
ing transit. 


600 barrows in an approx. wt. of carload 
average carload 45000 Ibs. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 


PAGE SIXTEEN Wheelbarrows - Lawn Kollers - Lawn Spreaders 


BUCH No. 1595 
BARROW 


FORWARD DUMPING 


Contractors Barrows intended for large capacity. Trays are cut, folded 
and riveted. Edges of trays are reinforced with steel wire. The leg assem- 
blies are made of channel steel and rigidiy riveted to withstand rough treat- 
ment. Handles are made of select hardwood and available in red or a good 
quality varnish. Trays are painted blue. All other metal parts are painted 


Heaped or Standard Struck or Even 
capacity: 5 cu. ft. capacity: 4 cu. ft. 


AVAILABLE WITH 


4.00 x 8 R. T. W. Drop 16” Cushion Tired 1514" All-Steel Wheel 
Center Rim, Plain, Ball Wheel Lug Base & Bolted 1% x 5-16 Tire 54” Bore 
or Roller Bearings, 2 or Rim Plain, Ball or Roll- 7 inch Hub 


4 Ply Tire. er Bearings. 
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NO. 155 DESCRIPTION 
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The above illustrations show Buch’s.method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers because con- 
siderable warehouse space is saved, convenient to handle and more accept- 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 
lation of acorn nuts for the single purpose of avoiding battered threads dur- 


approx. wt. of carload 
45000 lbs. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 


Wheelbarrows - Lawn Rollers - Lawn Spreaders 


BUCH No.165 
BARROW 


FORWARD DUMPING 


These Barrows have a folded and riveted tray that is designed for 
large capacity loads. Preferred by many contractors due to its straight sides 
and increased depth. Steel tubular handles add to the sturdy construction 
of the barrows. Legs are made of steel channel and flat steel braces. Trays 

& are reinforced with steel wire, and painted blue. Handles and all metal parts 
are painted black. 


Heaped or Standard Struck or Even 
capacity: 5 cu. ft. capacity 4 cu. ft. 


AVAILABLE WITH 


16” Cushion Tired 1514” All-Steel Wheel 
Wheel Lug Base & Bolted 13% x 5-16 Tire 58” Bore 
Rim Plain, Ball or Roll- 7 inch Hub 

er Bearings. 
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4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or 
4 Ply Tire. 


NO. 165 DESCRIPTION 
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A - 38 — inches F - 9 _— inches 
B - 29 inches G - 38 inches 
C - 14% inches Ee 2-21 inches 
D - 15% inches ie» 49 inches 
E - 11% inches 


PACKED FOR DOMESTIC SHIPMENT 


The above illustrations show Buch’s method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers because con- 
siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 
lation of acorn nuts for the single purpose of avoiding battered threads dur- 
ing transit. 


600 barrows in an approx. wt. of carload 
average carload 48000 lbs. 
BUCH MFG. CO. 


ELIZABETHTOWN, PA. 


Wheelbarrows - Lawn Rollers - Lawn Spreaders 
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BUCH No. 459 
BARROW 


a 


FORWARD DUMPING 


Here is a tray made from hard alloy aluminum. Reduction of weight 
increases the pay load to its users. Particularly recommended to farm use 
for its excellent resistance to chemical reaction from urea in manure. 
Chance of rust completely eliminated. Preferred, also, by contractors for its 

© large capacity and ruggedness. The edge of tray is rolled over a quarter 
inch steel rod for extra strength. Hardwood handles varnished, or red while 
all metal parts are painted black. 


Heaped or Standard Struck or Even 
capacity: 5 cu. ft. capacity 4 cu. ft. 


AVAILABLE WITH 


1542” All-Steel Wheel 
13% x 5-16 Tire 5g” Bore 
7 inch Hub 


16” Cushion Tired 
Wheel Lug Base & Bolted 
Rim Plain, Ball or Roll- 
er Bearings. 


4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or 
4 Ply Tire. 
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NO. 455 DESCRIPTION 


A - 38 inches F - 9 _— inches 
B - 29 inches G - 38 inches 
C - 14% inches H - 21 inches 
D - 15% inches I - 9 — inches 
E - 11% inches 


PACKED FOR DOMESTIC SHIPMENT 


The above illustrations show Buch’s method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers because con- 
siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 
lation of acorn nuts for the single purpose of avoiding battered threads dur- 
ing transit. 


600 barrows in an approx. wt. of carload 
average carload 34800 lbs. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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BUCH No. 465 
BARROW ur 


FORWARD DUMPING 


This model barrow is identical to the aluminum tray barrow No. 455 
except the steel tubular handle. Constructed for rough treatment, all parts 
& are made of steel and finished with a durable paint. The front of the trays 
are rounded to facilitate forward dumping. The reduction in weight is an 
important factor to anyone applying a barrow to constant use. Suited to 
the needs of contractors and farmers. 


Heaped or Standard Struck or Even 
capacity: 5 cu. ft. capacity 4 cu. ft. 


AVAILABLE WITH 


4.00 x 8 R. T. W. Drop 16” Cushion Tired 151%4” All-Steel Wheel 
Center Rim, Plain, Ball Wheel Lug Base & Bolted 1% x 5-16 Tire 5” Bore 
or Roller Bearings, 2 or Rim Plain, Ball or Roll- 7 inch Hub 


4 Ply Tire. er Bearings. 


Established 18685 PAGE TWENTY-THREE 


NO. 465 DESCRIPTION 


A - 38 inches F- 9 inches 

B - 29 inches G - 38 inches 

C - 14% inches H - 21 _— inches = 
D - 15% inches I - 9 inches 

E - 11% inches 


PACKED FOR DOMESTIC SHIPMENT 
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The above illustrations show Buch’s method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers because con- 
siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 
lation of acorn nuts for the single purpose of avoiding battered threads dur- 


ing transit. 
600 barrows in an approx. wt. of carload 
average carload 37800 lbs. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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BUCH No.176 
BARROW 


' FORWARD AND SIDE DUMPING 


This is Buch’s extra large capacity barrow for handling coal, coke, and 
e general farm use. The trays are made from a single sheet of 16 gauge steel, 
pressed cold, lapped and riveted at the corners, giving extra strength where 
most needed. Edge is rolled over % inch steel rod. Trays are painted blue. 
Hardwood handles in red or varnished light oak. All metal parts, including 
channel steel leg assembly, are painted black. 


Struck or Even 


Heaped or Standard 
capacity 442 cu. ft. 


capacity: 6 cu ft. 


AVAILABLE WITH 


154%” All-Steel Wheel 
1% x 5-16 Tire 544” Bore 
7 inch Hub 


16” Cushion Tired 
Wheel Lug Base & Bolted 
Rim Plain, Ball or Roll- 
er Bearings. 


4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or 
4 Ply Tire. 
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NO. 176 DESCRIPTION 


A - 43 inches 
B= 33 inches 
C - 14% inches 
D - 15% inches 
E - 11% inches 
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PACKED FOR DOMESTIC SHIPMENT 


The above illustrations show Buch’s method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers because con- 
siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 
lation of acorn nuts for the single purpose of avoiding battered threads dur- 
ing transit. 


600 barrows in an approx. wt. of carload 
average carload 48000 Ibs. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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BUCH No. 256 
BARROW 


FORWARD AND SIDE DUMPING 


Same as Model No. 176, except a steel tubular handle is installed for 
added durability in forward dumping. Fitted with steel channel leg assem- 
blies. Especially adapted for moving coal, coke, ashes and other bulky 

: materials. Extensively used by farmers in hauling feed and manure. Tray 
@ is made of 16 gauge sheet steel, lapped and riveted. Edges are reinforced 
with % inch steel rod. Tray is painted dark blue. Tubular handles and all 

steel parts are painted black. 


Heaped or Standard Struck or Even 
capacity: 6 cu ft. capacity 414 cu. ft. 


AVAILABLE WITH 


1544” All-Steel Wheel 
1% x 5-16 Tire 54” Bore 
7 inch Hub 


16” Cushion Tired 
Wheel Lug Base & Bolted 
Rim Plain, Ball or Roll- 
er Bearings. 


4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or 
4 Ply Tire. 
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NO. 256 DESCRIPTION 


A - 43 inches F- 9 inches 
Brat33 inches G - 43 inches 
C - 14% inches H - 20 inches 
D - 15% inches h Gace) ba | inches 


E - 11% inches 


PACKED FOR DOMESTIC SHIPMENT 


X 
x KP The above illustrations show Buch’s method of preparing wheelbarrows 
KY for shipment. Preferred by a great majority of our customers because con- 
siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 
lation of acorn nuts for the single purpose of avoiding battered threads dur- 
ing transit. 


600 barrows in an approx. wt. of carload 
average carload 54000 Ibs. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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BUCH No. 10W 
COAL DELIVERY 


BARROW _ oe 


NEW DESIGN WITH CON 
ERABLE SAVING - PRICE LR 


OMING 


Here is Buch’s Coal Delivery Barrow designed for delivery from trucks 
to coal bin windows. Sides of the tray are straight with increased depth. 
Trays are painted dark blue. Hardwood handles available in red or varn- 
ished light oak. All metal parts are painted black. 


Struck or Even 


Heaped or Standard 
capacity 6 cu ft. 


capacity: 7 cu. ft. 


AVAILABLE WITH 


154%” All-Steel Wheel 
1% x 5-16 Tire 54” Bore 
7 inch Hub 


16” Cushion Tired 
Wheel Lug Base & Bolted 
Rim Plain, Ball or Roll- 
er Bearings. 


4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or 
4 Ply Tire. 
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NO. 10W DESCRIPTION 
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* 


A - 50 inches F - 7% inches 
B-=723 inches G - 50 inches 
C - 14% inches H - 24 inches 
D - 15% inches I.=*13 inches 


E - 11% inches 


The above illustrations show Buch’s method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers because con- 


siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 


lation of acorn nuts for the single purpose of avoiding battered threads dur- 
ing transit. 


500 barrows in an approx. wt. of carload 
average carload 44000 Ibs. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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BUCH No. 10T 
COAL DELIVERY 


BARROW SNeeouEs 


These barrows are the same as Model No. 10 W excepting the han- 
dles, which have been replaced by steel tubular handles. The trays are de- 
signed for forward dumping. Fitted with steel channel leg assemblies rigid- 

& ly riveted for lasting service. Trays are painted dark blue. Handles and all 
steel parts are painted black. 


Heaped or Standard Struck or Even 
capacity: 7 cu. ft. capacity 6 cu. ft. 


AVAILABLE WITH 


4.00 x 8 R. T. W. Drop 16” Cushion Tired 154%,” All-Steel Wheel 
Center Rim, Plain, Ball Wheel Lug Base & Bolted 13%4 x 5-16 Tire 54” Bore 
or Roller Bearings, 2 or Rim Plain, Ball or Roll- 7 inch Hub 


4 Ply Tire. er Bearings. 
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NO. 10T DESCRIPTION 


A - 50 inches F - 7%%4 inches 

B - 23 inches G - 50 inches 

C - 14% inches H - 24 inches 

D - 15% inches I - 13 inches eS) 
E - 11% inches 


PACKED FOR DOMESTIC SHIPMENT 
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The above illustrations show Buch’s method of preparing wheelbarrows 
for shipment. Preferred by a great majority of our customers because con- 
siderable warehouse space is saved, convenient to handle and more accept- 
able to freight carriers. 


Bolt threads are completely free from paint to simplify the assembly of 
the barrows. Added protection is given to threads of all bolts by the instal- 
lation of acorn nuts for the single purpose of avoiding battered threads dur- 
ing transit. 


500 barrows in an approx. wt. of carload 
average carload 45000 Ibs. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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BUCH 
LAWN SPREADERS 


4 
ise babi 
= oe uy Hand casting has been proven 


seeps? wasteful and expensive. Few people 
; master the skill required for this 
type of seeding. 


Rae sally Uneven distribution of seed pro- 
ov as vy, duces bare spots and heavily seeded 
a, ——2alaad, areas, intensifying the work required 


9 for the lawn’s general upkeep. 


The Buch Lawn Spreaders enjoy 
a reputation of seeding and “feed- 
ing” lawns to the operator’s delight. 
Constant and even distribution is 
had by an easy push of the spreader. 


Buch Spreaders are ideal for seed, 
fertilizer and sheep manure. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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BUCH No. 1 
LAWN SPREADER 


(15 INCH HOPPER) 


for better lawns 


Designed for use on the average size lawn. These spreaders are 
known for their easy and efficient operation. The hopper is made of 18 
gauge sheet steel permanently spot-welded together. Hardwood handle 
supported by steel channel extension. Automatic agitator for constant 
and even flow. Hopper is painted green. Handle, wheels and leg are 
painted red. 

Packaged knocked down. 

Capacity: Generous 28 pounds. 

Weight: 11 pounds. 
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BUCH No. 2 
LAWN SPREADER 


(20 INCH HOPPER) 


Sturdy Construction 


These Spreaders are intended for greater capacity and larger work- 
ing areas. 


Hoppers are made from 18 gauge sheet steel supported by two pieces 
of channel steel on the bottom. A force-feed agitator provides even flow. 
Rate of flow is controlled by a non-slip flow adjustment. 


Pressed steel wheels have semi-pneumatic rubber tires. 


Hopper is painted green. Wheels, tubular handle and channel steel 
leg are painted red. 


Packaged knocked down. Easily assembled. 
Capacity: 40 pounds of fertilizer 
Weight: 25 pounds 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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BUCH No. 3 
LAWN SPREADER 


(30 INCH HOPPER) 


Easy to Operate 


Built for increased capacity, these hoppers provide sufficient seed or 
fertilizer to cover large areas before refilling. Handles are made of steel 
tubing. Sheet steel hoppers spot welded are made sturdy by supporting 
channel steel bars mounted underneath. Automatic agitator for even flow. 
Non-slip flow adjustment with shutoff control. 


Pressed steel wheels have semi-pneumatic rubber tires for smooth 
operation. 

Hopper is painted green. Tubular handles, wheels and channel steel 
leg are painted red. 

Packaged knocked down. 

Capacity: 60 pounds of fertilizer 

Weight. 31 pounds 
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BUCH 
ee. LAWN ROLLERS 


The drums of Buch Lawn Rollers are electrically welded, with the 
edges rounded to prevent tearing up the sod. All drums are equipped with 
scrapers and removable plugs. Handles are painted red, drums green 
and handle grips varnished light oak. 


BUCH water ballast rollers come in the following models: 


Weight Shipping 
No. Dia. Length Water-filled Weight 
601 14” 24” 175 Ibs. 70 Ibs. 
602 18” 24” 265 Ibs. 85 Ibs. 
603 24” 24” 420 lbs. 110 Ibs. . 
604 24” 32” 566 Ibs. 130 Ibs. 


All models are equipped with scraper and roller bearings. 
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BUCH 
STONEBOAT 


IDEAL FOR CLEARING FARM LAND OF STONES 
Large Stones Can Be Rolled Into Boat 


FRONT ROUND CORNERS—NO SQUARE CORNERS TO CATCH 
PULL ON PLANKS ON BOTH UPPER AND LOWER PLATES 
FRONT WILL NOT BUCKLE OR EYE PULL OUT 
BOATS---SINGLE BOATS---DOUBLE 


32 in. wide by 78 in. long, weight 175 Ibs. 32 in. wide by 78 in. long, weight 210 Ibs. 
38 in. wide by 84 in. long, weight 220 Ibs. 38 in. wide by 96 in. long, weight 260 Ibs. 


STONEBOAT HEADS 
AVAILABLE 


SIZES 


38 inch STONE BOAT FRONT with Bolts, weight 50 Ibs. 
32 inch STONE BOAT FRONT with Bolts, weight 35 Ibs. 


BUCH MFG. CO. é 


ELIZABETHTOWN, PA. 
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BUCH No.l 
GARDEN BARROW 


The Buch No. 1 Wheelbarrow is strong and roomy, intended for use 
on farms where barrows of large capacity are required. Frames are made 
from select hardwood, painted red. 


Back and legs are held together by joint bolts. 


Size of body: 30 inches long, 24 inches wide in front 
25 inches at back 

Sideboards: 12 inches high 
30 inches long 

Handles: 5% feet long, 234 x 13% inches. 


AVAILABLE WITH 


18” All-Steel Wheel. 2 
or 3 inch Tread. 34” 
Bore — 7” Hub. 


4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or 
4 Ply Tire. 


ter. 


BUCH MFG. CO. 
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Wood Wheel. 134” or 
234" Tread. 22” Diame- 
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No. 1 
GARDEN BARROW 


PACKED FOR DOMESTIC SHIPMENT 


Shipping Weight: 65 pounds 


The above illustration shows Buch’s method of preparing garden 
barrows for shipment. 


Sideboards, backboard and braces are bundled to the underside of 
the barrow frame, by means of steel strapping. 


All wheels are shipped unattached. 
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BUCH No. 2 
GARDEN BARROW 


A strong, durable, attractive garden barrow with steel braces. Side 


© boards are removable. Metal parts are black. All wood parts enameled red. 
Size of body: 28 inches long, 20 inches wide in front 
24 inches wide at back 
Sideboards: 12 inches high 
27 inches long 
Handles: 5 feet long, 2 x 134 inches 


4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or 


18” All-Steel Wheel. 2 
or 3 inch Tread. %4” 
Bore — 7” Hub. 


AVAILABLE WITH 


Wood Wheel. 134” or 
234" Tread. 20” Diame- 
ter. 


4 Ply Tire. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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No. 2 
GARDEN BARROW 


PACKED FOR DOMESTIC SHIPMENT 


Shipping Weight: 50 pounds 


The above illustration shows Buch’s method of preparing garden 
barrows for shipment. 


Sideboards, backboard and braces are bundled to the underside of 
the barrow frame, by means of steel strapping. 


All wheels are shipped unattached. 
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BUCH No. 3 
GARDEN BARROW 


No. 3 Wheelbarrow is the same style as the No. 2 Model, only slightly 
smaller. Extensively used around the home and garden. Sideboards are 
removable. Wood parts are finished red, and all metal parts are black. 


Size of body: 26 inches long 
19 inches wide in front, 22 inches 


wide at back 


Sideboards: 12 inches high 
26 inches long 
Handles: 58 inches long, 2 x 1% inches 


AVAILABLE WITH 


\ Wood Wheel. 134” or 
|} 2%” Tread. 20” Diame- 
i ter. 


18” All-Steel Wheel, 2 
or 3 inch Tread. 34” 
Bore — 7” Hub. 


4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or 
4 Ply Tire. 


BUCH MFG. CO. 
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No. 3 
GARDEN BARROW 


PACKED FOR DOMESTIC SHIPMENT 


ped LN 
B 


| 


The above illustration shows Buch’s method of preparing garden 


barrows for shipment. 
Sideboards, backboard and braces are bundled to the underside of 


the barrow frame, by means of steel strapping. 


All wheels are shipped unattached. 
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BUCH No. 67 


GREENHOUSE 
L BARROW 


eS Designed especially for greenhouse work. 


These barrows are built for hauling through narrow greenhouse aisles. 
Equipped with metal hand guards. 


All wood parts are red. Metal parts are finished black. 


Body: 31 inches long: 
18 inches wide at back 
15 inches wide at front 


AVAILABLE WITH 


Wood Wheel. 134” 
Tread. 20” Diameter 


18” All-Steel Wheel. 2 
or 3 inch Tread. 34” 
Bore — 7” Hub. 


4.00 x 8 R. T. W. Drop 
Center Rim, Plain, Ball 
or Roller Bearings, 2 or | 

4 Ply Tire. \ 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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. No. 67 
GREENHOUSE BARROW 


PACKED FOR DOMESTIC SHIPMENT 


| 


Shipping Weight: 45 pounds 


The above illustration shows Buch’s method of preparing garden 
barrows for shipment. 


Sideboards, backboard and braces are bundled to the underside of 
the barrow frame, by means of steel strapping. 


All wheels are shipped unattached. 
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BUCH No. 6B 
GARDEN BARROW 


This barrow is lighter in weight, full size, at reasonable price. Sturdy 
construction that will give long service. Wood parts are enameled red. 
Metal parts are black. Removable side boards. 


Size of body: 26 inches long. 
18 inches wide in front. 


23% inches wide at back. 


AVAILABLE WITH 


14” All - Steel Wheel 
14%4 x \% Tire. 1%" Bore 


14” x 1.75 Cushion Tire 
—6” Hub. 


on All-Steel Wheel. 12” 
Bore — 6” Hub. 2 or 


4 Ply Tire. 


BUCH MFG. CO. 


ELIZABETHTOWN, PA. 
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BUCH No. 6B 
GARDEN BARROW 


PACKED FOR DOMESTIC SHIPMENT 


Shipping Weight: 40 pounds 


The above illustration shows Buch’s method of preparing garden 
barrows for shipment. 


Sideboards, backboard and braces are bundled to the underside of 
the barrow frame, by means of steel strapping. 6 
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BUCH 
MORTAR PAN 


Gi 


A steel mortar pan or tub pressed from one piece of 16 gauge steel, 
with no seams or rivets to catch the trowel. Edges reinforced with continu- 
& ous wire rod. Can be washed easily and nested for transfer from job to job. 


PRACTICAL WATER TIGHT 


Top 29” x 29”. Bottom 15” x 15”. Vertical depth 8”. Length of slant 
10142”. Approximate weight 20 Ibs. 


Designed to take the place of the old-fashioned Mortar Board. Pre- 
ferred by bricklayers and contractors because they are easy to handle and 
will not leak. 


BUCH MFG; €oO. 


ELIZABETHTOWN, PA. 
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